
Pro Pond UV
UV Pond Clarifier

New energy efficient electronic control gear

Transparent end caps make it easy to see if UV lamps are working

Easy access to working parts making maintenance quick and easy

Easy lamp changes and full range of spares available

Supplied with wall/fence mounting kit

2 x Multi-stage hosetails included for use with flexible hose

Supplied complete with 5m cable

Designed for ponds

NEW Pro Pond range

Code

5304

5305

5307 

5308
    

Model

Pro Pond UV15 Pond clarifier

Pro Pond UV25 Pond clarifier

Pro Pond UV55 Pond clarifier

Pro Pond UV110 Pond clarifier

Optimum Pond size

13,500 litre

18,000 litre

45,000 litre

72,000 litre

Max. Pond size

15,000 litre

20,000 litre

55,000 litre

75,000 litre

Max. Flow rate

6,750 l/h

9,000 l/h

20,0 00 l/h

25,000 l/h

UV15

UV25

UV55

UV110

The guaranteed solution for green water*
Easy to install, use and maintain

*Guarantees clear water if installed in accordance with the manufacturer’s instructions and the unit is the 
correct unit for the pond capacity, stocking level and location 
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Unlike
other pond 
clarifier’s 
brands

Water flows past
BOTH UV lamps ALL THE TIME

Pro
Pond UV

NEW
Energy Efficient
Electronic Control Gear



www.tropicalmarinecentre.com

info@tropicalmarinecentre.co.uk

Europe
Rua Cidade de Paris 6
Parque Industrial do Arneiro,
2660-456 São Julião do Tojal
Portugal

Call +351 219739140

UK
Solesbridge Lane
Chorleywood
Hertfordshire
WD3 5SX
England

Call +44 (0)1923 284151

Pro Pond UV15
Code:    5304
Model:    Pro Pond UV 15W

Optimum Pond Size:  13,500 l (3,000 UK gal - 3,550 US gal)

Max. Pond Size:   15,000 l (3,300 UK gal - 4,000 US gal)

Max. Flow Rate:   6,750 l/h (1,500 UK gal/h - 1,800 US gal/h)

• 2 x Multi-stage hosetails included for use with flexible hose 
from 1/2" to 1 1/4"

• Supplied complete with 5m cable

• 1 x 15W High Output UV Lamp

Pro Pond UV25
Code:    5305
Model:    Pro Pond UV 25W

Optimum Pond Size:  18,000 litres  (4,000 UK gal/h - 4,750 US gal/h)

Max. Pond Size:   20,000 litres  (4,500 UK gal/h - 5,300 US gal/h)

Max. Flow Rate:   9,000 l/h  (2,000 UK gal/h - 2,400 US gal/h)

• 2 x Multi-stage hosetails included for use with flexible hose from 
1/2" to 1 1/4"

• Supplied complete with 5m cable

• 1 x 25W High Output UV Lamp

Pro Pond UV55
Code:    5307
Model:    Pro Pond UV 55W

Optimum Pond Size:  45,000 litres  (9,900 UK gal - 11,900 US gal)

Max. Pond Size:   55,000 litres  (12,100 UK gal - 14,500 US gal)

Max. Flow Rate:   20,000 l/h  (4,5400 UK gal/h - 5,300 US gal/h) 

• 2” solvent weld inlet and outlet ports to take rigid pipe

• 2 x Multi-stage hosetails included for use with flexible hose from 1" 
to 1 1/2"

• Supplied complete with 5m cable

• 1 x 55W High Output UV Lamp

Pro Pond UV110
Code:    5308
Model:   Pro Pond UV 110W

Optimum Pond Size:  72,000 litres   (16,000 UK gal/ - 19,000 US gal)

Max. Pond Size:   75,000 litres   (16,500 UK gal - 19,800 US gal)

Max. Flow Rate:   25,000 l/h   (5,500 UK gal/h - 6,600 US gal/h)

• 2” solvent weld inlet and outlet ports to take rigid pipe

• 2 x Multi-stage hosetails included for use with flexible hose from 
1" to 1 1/2"

• Supplied complete with 5m cable

• 2 x 55W High Output UV Lamps / 110W Total

All models include:
2x Multi-stage hosetails
Supplied with 5m cable

Wall/fence mounting kit  

SUPPLIED
FULLY ASSEMBLED

with quartz sleeve(s) and
UV lamp(s) already installed
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